FUNcube Dongle

SDR-RADIO.com Console

SDR-RADIO.com



Table of Contents

Contents
N VI =@ 10 10 1@ 1 1 4
2 HARDWARE INSTALLATION. ...ttt ettt e e e e st e e e e et s e s e st e e s et e s esetaseesnaneasees 5
2.1 CONNECTING THE DONGLE.....uuiitttiitieiittieet ettt e et e st eestsesa et s et e saa s st tesaesstsetnseraeastresnasrrns 5
2.2 ADJIUSTING THE OUTPUT LEVEL ...ittiitiiii ettt s e et et e st s e et e st e et s s san e e st s s aassansseanenans 5
2.3 S =T = 3 ] = 10 (o N T 6
2.4 LY 7T =i 24 =] (o 1 [0 ] TP 7
3 SOFTWARE INSTALLATION .ee ettt et e et e e st e e e e et s e s e et e e s saa e s e saba s essenaneerees 8
3.1 INSTALLING THE SYSTEM 1utittuiiituiitteitteetiieetnessteessessnessteestetsneeststeraessteessesseestoresnerseesnnernn 8
3.2 STARTING THE CONSOLE ..uuuiittiitiieitettteettetstesstieestetateestessesstsestetataetsneraesstareserseesrnernns 10
4 USING THE CONSOLE ... .ottt e e et e e et e e et et s e e e e s e s et e s eestseasanseesees 11
41 START YOUR DONGLE ....eettieeittt ettt e ettt e e ettt e et e e e et et e e e e et e e s et e s eesta s e e eaaasese b ssesstnsesseanseesees 11
IO A Yo 10 [ Lo (=T (o [P TPTR 11
o I O 1 (o] B 41 (= = (oL 11
i I T O] o g T=Tox 1o ] g T = (0] £ 12
4.2 FUNGCUBE DONGLE PANE......iitiiiiiiiiiiiee ettt et e e e e s e et e s b e s st s e sa s s abaseaa e raneesraeees 12
O R O o1 (=T g =T o | UT=T o 0y Y PP 13
4.2.2 Frequency CaliDratiOn . ...t e e 13
F R Y- | (Y | 1 YRS =1 (ST 1o TR 13
S I = 11 Q<3 o [0 TR 14
4.3 CONSOLE SETTINGS ..ittuitunitetetttetaettttesuetaaesetasesa st resa sttt e tenetanetaesstareeestetesrenrernns 15
LTSN I = I L 2 ST 16
51 [ (0] = @ Y07 T T PN 16
5.2 (@] 110 N 16
53 [N N1 = PN 17
54 [DI0] = T = = O] =1 =0 1 [ N T 18
55 O N L =N 18
5.6 ANNOUNCEMENTS .1ttt ettttee ettt e ettt e e e eeta e e esaaees et eeeetaeesaaan e et eeeeaaa et eaaaserataeeresnneesssnneeerarnss 18
57 GOOGLE EARTH INTEGRATION ... ittt eeeetteeeeeea e e e etteeeeet e e e esaaee s s aaeeeesaa e e saaasesesaneeeesansesrenneerees 19

FUNcube Dongle Copyright 2011 Page 2 of 23



5.8 RECORDING OPTIONS

6 IMAGE VIEWER. .............

6.1 STARTING.......ecevnnenee.

6.2 WAVE FILE
6.3 MORE....c.coviiveiiinnnns
6.3.1 AGC

6.3.2 Appearance...........
6.3.3 Windows...............

FUNcube Dongle

Copyright 2011 Page 3 of 23



1 Introduction

The SDR-RADIO.com console is an advanced solution for SDR receivers. The system

requirement is any computer running Windows XP or higher.

For FUNcube Dongle owners the console offers almost everything you need in one package:
T Nolicenceisrequired( i t 6 s free)
1 Satellite support including:
o Tracking,
o Doppler correction,

1 NOAA weather image viewer,

91 Full range of modes, filters and other DSP options.
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The dongle has a relatively open front end without
receive weak signals can be compromised if you are in the vicinity of strong transmissions, for

example from mobile phones or FM broadcast stations.
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2 Hardware Installation

Connecting your dongle to the computer.

2.1 Connecting the Dongle

Plug the FUNcube Dongle into a USB port on your computer. The HID drivers required by the
dongle are normally shipped with Windows XP and higher. If the console is running you must

restart the console for the changes to be detected.

If any drivers are missing please refer to http://www.funcubedongle.com/ for technical

assistance.

2.2 Adjusting the Output Level

The Dongle appears as a soundcard on your computer; you must reduce the output level
otherwise the Dongle will overload the console.
1. Either
a. From the Control Panel select Sound, then Playback.
b. Right-click on the speaker icon in the system tray and select Playback devices.
2. Look for the FUNcube Dongle entry in the Recording devices.
3. Double-click on the entry to display the properties.

4. Select Levels and reduce to 1.
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http://www.funcubedongle.com/

e@ =X ’_, Microphone Properties E
Playback | Recording | Sounds | Communications General | Listen | Levels | Advanced
Select ding device below t dify its settings: .
elect a recording device below to modify its settings Microphone
4 Microphone i [ 1 |
-
Configure ‘ Set Default |v‘ ‘ Properties |

2.3 Spur Reduction

The spur in the middle of the display is cause by a DC offset in the dongle. The spur cannot be

completely eliminated but can be reduced considerably.

From the Options dropdown in the FUNcube Dongle pane select Spur reduction. When you do
this the input gain is reduced to the minimum to remove extraneous influences. Select a time

interval and press Start.
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r Spur Reduction x

Computes the average | and C values to reduce the spur in the
center of the spectrum scope display.

Selectthe interval (10 seconds is OK) and press 'Start’.

Interval: 10 secs 7 [— p—

Start | Close |

After the analysis is complete press Close, the original input gain is restored to the value prior to

selecting this option.

2.4 Image Rejection

Another problem with soundcard-based SDR solutions is images 1 select Image Rejection from

the Options dropdown in the FUNcube Dongle pane and follow the instructions.
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3 Software Installation

Installing the SDR-RADIO.com console. Note: if upgrading you do not need to uninstall the

current kit.

It is recommended that you connect the dongle before installing and starting the software.

3.1 Installing the system

The SDR-RADIO.com software is supplied as a standard Windows installation kit, the filename
format is: SDR-RADIO_v<version>b<build>.exe, for example SDR-RADIO_v1.1b492.exe is
version 1.1 build 492.

The program files are compiled as 32-bit executables, the kit can be installed on any 32- or 64-

bit system using Windows XP or higher.

Installation typically takes only a few seconds.

77 SDR-RADIO v1.1 build 492 RC1 Setup ‘E.Lb‘ﬂ‘ﬁ

Welcome to the SDR-RADIO v1.1
build 492 RC1 Setup Wizard

This wizard will guide you through the installation of
SDR-RADIO v1.1 build 492 RC1.

Itis recommended that you close all other applications
before starting Setup. This will make it possible to update
relevant system files without having to reboot your
computer.

Click Next to continue.

| Next > \ Cancel

The first window displays the version and build number. Press Next to continue.
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{71 SDR-RADIO v1.1 build 492 RCL Setup’ U=} X
Choose Components _—
Choose which features of SDR-RADIO v1.1 build 492 RC1 you want to install. (‘7

Check the companents you want to install and uncheck the compenents you don't want to
install. Click Next to continue.

Description
Select components to install: Program Files (required)] o
Position your mouse

art Menu Folder over a component o

esitop Icon see its description,
Quick Launch Icon

Space required: 50.2MB

SDR-RADIO.com installer

[ <gack | wet> | [ cancel |

Select the components to be installed, normally you install everything. Press Next to continue.

(Tj SDR-RADIO v1.1 build 492 RC1 Setup gi

Choose Install Location =
Choose the folder in which to install SDR-RADIO v1.1 build 492 RC1. (Jj

Setup will install SDR-RADIO v1.1 build 492 RC1 in the following folder. To install in a
different folder, click Browse and select another folder. Click Install to start the installation. I

Destination Folder

Ci\Program Files (x86)\SDR-RADIO.com|

Space required: 50.2MB
Space available: 98.068

SDR-RADIO, com Installer

[ <gack | msal | [ cancel |

Select the folder where the files are installed. The suggested default obeys the Windows

convention of always installing programs in the Program Files folder. Press Install to start the

installation.
{7 SDR-RADIO v1.1 build 492 RC1 Setup g X

Installation Complete =N
Setup was completed successfuly. (

Completed
Output folder: C:\Program Files (x86)\SDR-RADIO.com -
Extract: SDRConsole.exe... 100% E|

Extract: BugTrapu.dl... 100%

Extract: GdiPlus.dll... 100%

Extract: olch2d32.dll... 100%

Extract: HRDVistasudio.dll... 100%
Extract: HROMultiMode001.dll... 100%
Extract: IbFLAC.dIL... 100%

Extract: SROLLdll... 100%

Extract: SDRRadiORSS2HTMLxsl... 100%
Extract: OgaVorhisCodec.dll... 100%

SDR-RADIO, com Installer

= e

The installation windowbés progress bar <showws t he

details for a full list of the files installed.
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{77 SDR-RADIO v1.1 build 492 RC1 Setup e (= [T A J

Completing the SDR-RADIO v1.1
build 492 RC1 Setup Wizard

SDR-RADIO v1.1 build 492 RC1 has been installed on your
computer.

Click Finish to close this wizard.

[V]iStart the console nowt

T h a t ibtlse softwvare is installed, if Start the console now is checked then the console is

started when you press Finish.

3.2 Starting the console

After installing the software you start the console from either:
1 The Start menu,
9 The Desktop icon, or

1 The Quick start (depends on operating system version).

Microsoft Visual Studio 6.0
Visual Studio 2008
Visual Studio 2010
oft Web Publishing
soft Windows SDK v6.0A

Virtual Serial Ports Emulator

4 Bak
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4 Using the Console

Here we will start the dongle soundcard and perform the most common tasks when receiving
signals.

4.1 Start your Dongle

There are two stages to starting the dongle:
1. Start the soundcard to get the output (IQ) data,

2. Establish connection to the dongle via the HID driver to set the frequency and adjust the
dongl ebs other options.

4.1.1 Soundcard

Tostatyourdongl eds :soundcard

1. Make sure the Input Source pane of the ribbon bar is displayed, if not double-click where

you see Input Source at the top of the console.

2. Inthe Soundcard, SoftRock, FUNcube group the recording devices (soundcards)
enabled on the computer are shown.
Select the FUNcube Dongle soundcard and set the sample rate to 96 kHz (see below).
In the Frequency dropdown make sure FUNcube Dongle is selected.
Make sure Swap IQ is checked.

o o M w

Press Start!

Input Source

. ogfile eco Look
ra'k = o =g Soundcard:  Microphone (2- FunCube Dongle V0.0 ) - [ Autostart | w2l
L _n - u

- Sample rate:  96.000 kHz Swap IQ
Start Stop Options

Local (This|Remote (Via Radio Soundcard, Play IQ
computer)| MNetwork) (RFspace) [SoftRock, FUNcube|Data File Frequency:  FUNcube Dongle M

Connect To Input Soundcard (SoftRock, FUMcube, ...)

4.1.2 Control Interface
The dongle is configured and controlled via a Human Interface Device (HID) driver. When the

dongl ebs soundcard is started a connection shoul d e

C

Connecti n the FUNcube Dongle panebds tool bar. When a coc
similar to that below:

FUNcube Dongle Copyright 2011 Page 11 of 23



FUNcube Dongle

Options ~ | [ & Connect| +Track +Plot | Sat | (@) Help
=
Status " Ready
Firmware FCDAPP 18.09 Brd 1.1 No blk

Here we have a revision 1.1 board (serial number is 2711) with firmware 18i loaded.

4.1.3 Connection Errors
The console attempts to open the dongle for exclusive access (other programs cannot make

changes while the console is using the dongle). If you see an error message:
Error opening dongle,no access to file because in use by other process

then the dongle is already opened by another program.

From the Options dropdown in the FUNcube Dongle pane uncheck the option @pen for
Exclusive Access6 When this option is unchecked the dongle is opened allowing access to other

programs.

The ®pen for Exclusive Accessboption is supported to prevent other programs modifying the

settings while the dongle is in use by the console.

4.2 FUNcube Dongle Pane

When you started the soundcard (above) the FUNcube Dongle pane should be displayed
automatically. If this pane is not displayed or you have accidently hidden it just select FUNcube

Dongle from the Frequency + Tuning group of the Windows pane of the ribbon bar.

i@ @
L i i
Broadcast [FUNcube| Memories Navigate

Stations | Dongle

Frequency + Tuning

In this pane you can set:
1 Center Frequency.
1 Enable Doppler compensation when tracking satellites.
1 Adjust gains etc.
M Satellite selection.
1

Enable rotator support.
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4.2.1 Center Frequency

One way to tune the dongle is by selecting Freq from the Frequency group:

Center (Set) 137.620.007 () |Freq|
Band VHF II

Doppler = +2,397.3

Doppler Enable &

Doppler Invert [

PLL Lock + Yes

Correction -19.00 ppm =

This method is design primarily to support satellites where you will usually use the same center

frequency for each satellite.

When you press Freq the Select Frequency window is displayed; here you maintain a list of

frequencies which are automatically saved for the currently selected satellite.

Select Frequency

Add Entry
Description

Frequency:

APT _137.620.000 |f"3|

Selectfrom list

APT 137.820.000

S

Select Cancel |

If the frequency selected is within the range supported by your dongle the PLL will lock.

4.2.2 Frequency Calibration

The dongle frequency is calibrated by adjusting the value shown in the correction field, this value

is in parts per million (ppm). Calibrate against a signal source of known accuracy.

4.2.3 Satellite Selection

SelectSatf rom t he paneds tool bar t deraybusseldctahg cutrdnte

satellite.
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m | Satellites x

‘ &= » ® ‘ Q | c]

All Satellites | Favourites Only | Visible Now | 30 Minutes | 60 Minutes | Definitions

Vis Name | A08 LOS Duration Alt. kms| Period |

2 AD-07 20:10:26 20:29:32 19:06 1447 .5 1:54:48

2 C0-535 20:09:15 20:22:54 13:39 829.4 1:41:17
COMPASE 20:30:49 20:39:21 g:32 637.3 1:37:03
CP3 20:18:03 20:32:40 14:37 763.7 1:39:04
DO-64 20:21:18 20:28:09 6:51 630.6 1:37:00
FO-29 20:17:13  20:Z0:40 3:27 1046.6 1:46:22
Fo-70 20:13:21  20:17:35 4:14 641.4 1:37:29
HAWESAT1 20:13:16 20:20:07 6:51 299.9 1:30:32
MAST 20:28:36  20:43:09 14:33 739.6 1:38:59
MET-2-21 20:23:43 20:35:10 11:27 970.5 1:44:00

2 OKEAN-4 20:00:00 20:13:12 13:12 627.7 1:37:01
O0REDS 20:23:03  20:28:15 5:12 635.1 1:37:26

Here you filter the display by either:

M1 All satellites, or

1 Only the entries in the favourites list.
The visibility options are:

9 Visible now,

9 Visible in the next 30 minutes, or

9 Visible in the next 60 minutes.

If none of the above is selected then no visibility filtering is applied.

4.2.4 Track & Plot

The current satellitebs tr acTkaclkandPlopflrootm atrhee dpiasnpeldasy e

toolbar. This is an excellent way to see exactly what the current satellite is doing.

FUNcube Dongle Copyright 2011 Page 14 of 23



4.3 Console Settings

The FUNcube dongl eds visible bandwidth is same as t
dongle soundcard, usually 96 kHz. To set the di splayed bandwidth the
spectrum either click the [span] button or right-clcik in the waterfall and select 100 khz from the

popup menu.
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5 Satellites

The console has built-in support for satellites:
1 Selection of Keplerian data sources,
91 Doppler correction,
1 Pass display,
1

Current track and footprint.

5.1 Home Location

To successfully track a satellite you must first enter your home locations latitude and longitude.
SelectMy | nf or mat i ofrom théd @ptions diopdown & Jhe FUNcube Dongle pane

and make sure the Height, latitude and Longitude are correct.

5.2 Options

From the Options dropdown in the FUNcube Dongle paneselectSat el | i t e.H&®gybu on s é
can:
1 Select the files containing Keplerian data (required to track satellites accurately),

9 Configure the format of the map used for the current track display,
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